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36 MM
1.4"

WEIGHT
MACHINE + 204 GR
ROVER R-1 7.2 0Z
MACHINE 132 GR
ONLY 4.6 0Z

SPEED AND VOLTAGE

RECOMMENDED VOLTAGE: 5V TO 12V

eTHE TABLE BELOW SHOWS THE SPEED
IN HERTZ BASED ON VOLTAGE

oVALUES ARE MEASURED WITH THE
MACHINE LOADED WITH A CARTRIDGE

POWER | SPEED
(V) (HZ)
5 60
6 72
7 85
8 98
9 110
18 123
11 135
12 146

COMPATIBILITY

FOR THE BEST EXPERIENCE, WE RECOMMEND

USING OUR ROVER R-1 UNIVERSAL BATTERY,

DESIGNED TO WORK SEAMLESSLY WITH
THE MERCURY.

HOWEVER, MERCURY IS 100% COMPATIBLE
WITH BISHOP AND CRITICAL MAGNETIC
BATTERIES-JUST PLUG THEM IN AND GO.
IF YOU PREFER A LIGHTER AND MORE
COMPACT OPTION, THE SHORTY MODEL

BY CRITICAL IS A GREAT CHOICE.
NOTE: RCA CAPS FROM OTHER BRANDS
WILL NOT FIT THE MERCURY.

DOWNWARD BALANCED

ERGONOMIC TAPERED/

FOR SECURE LOW GRIP

DESIGN DETAILS
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HEATSINK
114% PERFORMANCE S
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MOTOR °
FAULHABER 4.5W 2
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BATTERY CONSUMPTION

OUR ROVER R-1 BATTERY LASTS BETWEEN
16 AND 15 HOURS WHEN USED WITH THE
MERCURY, DEPENDING ON SETUP AND USAGE.

JUMPSTART

IF YOUR MACHINE HAS TROUBLE STARTING,
IS RECOMMENDED TO USE THE JUMPSTART
FEATURE ON YOUR POWER SUPPLY OR
WIRELESS BATTERY. THIS SITUATION MAY
OCCUR BELOW 6V AND IS NOT RELATED

TO MOTOR POWER BUT TO THE OVERALL
SETUP CONFIGURATION.



CLEANING

USE A PAPER TOWEL DAMPENED WITH DISINFECTANT TO CLEAN THE MACHINE
DO NOT EXCEED 2 MINUTES OF DISINFECTANT APPLICATION TO AVOID LONG-TERM DISCOLORATION.
2 MINUTES IS MORE THAN SUFFICIENT TO ACHIEVE THE INTENDED PURPOSE FOR EACH DISINFECTANT.

PRECAUTIONS DURING CLEANING

NEVER IMMERSE THE MACHINE IN THE DISINFECTANT.

NEVER CLEAN THE MACHINE IN AUTOCLAVES OR IN AN ULTRASONIC BATH.

IF A CLEANING AGENT OR DISINFECTANT ENTERS THE DRIVE, ELECTRICAL AND MECHANICAL
COMPONENTS MAY BECOME OXIDIZED.

USE ONLY DISINFECTANTS THAT ARE PERMITTED ACCORDING TO YOUR COUNTRY REGULATIONS.

RECOMMENDATIONS

USE MEMBRANE CARTRIDGES TO AVOID ANY LIQUIDS INSIDE THE MECHANISM.

NEVER EXCEED 12V VOLTAGE ON THE MACHINE BECAUSE THE MOTOR WILL BE DAMAGED.
DISCONNECT THE BATTERY FROM THE MACHINE BEFORE STORING IT.

DO NOT CHANGE THE CARTRIDGE WITH THE MACHINE ON.

M-1

LUBRICATION

THE MACHINE NEEDS LUBRICATION WITH THE INCLUDED OIL
APPROXIMATELY EVERY 3 MONTHS IF USED DAILY.

ADJUST THE FREQUENCY OF LUBRICATION IF YOU USE

THE MACHINE LESS OFTEN.

ONE DROP ON THE TIP OF THE PUSHING ROD IS SUFFICIENT.

PERFORM THE OPERATION WITH THE MACHINE OFF.

ONCE LUBRICATED, PLACE THE MACHINE IN AN

INVERTED POSITION TO ALLOW

THE LUBRICANT TO FLOW INWARD.

THEN TURN ON THE MACHINE IN THIS

POSITION FOR ABOUT 38 SECONDS 1 DROP TEAGH 3 MONTHS]
TO ENSURE GOOD PENETRATION.

WARRANTY

MUSOTOKU WARRANTS THAT THE DEVICE WILL PERFORM EFFICIENTLY WHEN USED AS INTENDED.
THE PRODUCTION OF THIS MACHINE IS CARRIED OUT ENTIRELY IN OUR MADRID FACILITIES BY OUR TEAM.
THE MOTOR IS TESTED 4 TIMES THROUGHOUT THE ASSEMBLY PROCESS: WHEN TAKING IT OUT OF THE
MANUFACTURER'S BOX, AFTER MOUNTING IT ON THE HEATSINK, AFTER SCREWING ON THE CAM TO THE
SHAFT, AND FINALLY WHEN CLOSING THE BODY OF THE MERCURY.
THERE ARE A DOZEN ADDITIONAL TESTS THAT WE PERFORM ON EACH MACHINE.
ONCE FINISHED, IT IS TESTED FOR 24 HOURS AND THE RESULTS OF ITS PARAMETERS ARE CHECKED.
BUT IF YOU DETECT THAT SOMETHING IS NOT WORKING PROPERLY ON YOUR MACHINE AND WE
CAN VERIFY THAT IT HAS A FACTORY DEFECT, WE WILL NOT HESITATE TO REPLACE YOUR
PRODUCT WITH A NEW ONE. THIS WARRANTY WILL BE VOID IF THE DEVICE SHOWS SIGNS
OF HAVING BEEN TAMPERED WITH, DISASSEMBLED, HANDLED ROUGHLY, DROPPED,
OVEREXPOSED TO MOISTURE, OR DAMAGE RESULTING IN COMPROMISED FUNCTIONALITY.
PLEASE REFER TO THE WARRANTY PERIOD MANDATED BY YOUR COUNTRY i ma O
REGULATIONS TO LEARN HOW THEY APPLY TO THIS PRODUCT. i
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